YA HSU SCU-18 PC Connection Cable 


The radio Driver Installation Manual 


Installing the SCU-18 PC Connection Cable driver software on a computer makes possible data 
transmission and updating the transceiver firmware. 


Please read this entire manual carefully. If you agree to the content of this manual, download and 
install the SCU-18 PC Connection Cable driver. 


Operating Environment 


Supported Operating Systems 

- Microsoft® Windows’ 8 

- Microsoft® Windows” 7 (Service Pack 1 or later) 

- Microsoft® Windows Vista® (Service Pack 2 or later) 
- Microsoft® Windows” XP (Service Pack 3 or later) 


Installing the SCU-18 Driver 


Caution: Do not connect the transceiver to the computer via the SCU-18 PC Connection 
Cable until the driver installation process has been completed. Connecting the 
SCU-18 to the computer before installation has been completed may result in 
the wrong driver being installed, preventing proper operation. 


Install the driver, which matches to the operating system in use. 
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DRIVER INSTALLATION (For Winpows® 8) 
Before installing the driver, make sure that the SCU-18 PC Connection Cable is disconnected 
from the computer. 


Installation 
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Start up the computer as an “Administrator” 
user. 

Double check and ensure the SCU-18 PC 
Connection Cable is not connected to the 
computer. 

Unzip the downloaded (SCU-18 USB _ 
Serial_ Cable_Driver.zip) file. 

Double click the left mouse button on the 
[USB60F_Setup.exel. 

When the [User Account Control] dialog 
box opens, click the left mouse button on 
[Yes]. 

The dialog box, which is shown below, will 
open. Click the left mouse button on [Next], 
to initiate the installation of the driver. 


Welcome to the InstallShield Wizard for RATOC 
REX-USB60F Installer 


The InstallShield Wizard will install RATOC REX-USB60F 
Installer on your computer. To continue, click Next. 


The dialog box, which is shown below, will 
open. Click the left mouse button on [In- 
stall]. 


Ready to Install the Program 
The wizard is ready to begin installation. 


Click Install to begin the installation. 


If you want to review or change any of your installation settings, click Back. Click Cancel to exit 


. The dialog box, which is shown below, 


will open. Click the left mouse button on 
[Install], to initiate the installation of the 
[USB-Serial Converter]. 


Would you like to install this device software? 


Name: CDM Driver Package 
se Publisher: RATOC Systems, Inc. 


Always trust software from "RATOC Systems, Inc.". | [int | Don't Install 


@ You should only install driver software from publishers you trust. How can | decide 
which device software is safe to install? 


. The dialog box, which is shown below, 


will open. Click the left mouse button on 
[Install], to initiate the installation of the 
[USB-Serial Port]. 


Would you like to install this device software? 


Name: CDM Driver Package 
Zz Publisher: RATOC Systems, Inc. 


Always trust software from "RATOC Systems, Inc." [sat | Don't Install 


@ You should only install driver software from publishers you trust. How can | decide 
which device software is safe to install? 


10. When the installation is finished, the dialog 
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box shown below will open. Click the left 
mouse button on [Finish], to complete the 
installation of the driver. 


InstallShield Wizard Complete 


The InstallShield Wizard has successfully installed RATOC 
REX-USB6OF Installer. Click Finish to exit the wizard. 


Connect the SCU-18 PC Connection Ca- 
ble to the USB jack on the computer. The 
SCU-18 PC Connection Cable will be rec- 
ognized automatically. 


Confirmation 

1. Move the mouse cursor to the top right of 
the screen. 

2. Click the left mouse button on the [Set- 
tings] on the charm bar. 

3. Click the left mouse button on the [Control 
Panell. 

4. Click the left mouse button on [System & 
Security], then click the left mouse button 
on [Device Manager]. 

5. When the [User Account Control] dialog 
box opens, click the left mouse button on 
[Yes]. 

6. Open the [Device Manager] dialog box, 
then double click the left mouse button on 
[Ports (COM&LPT)]. 

7. When the “USB Serial Port (COM X)” 
(X: Comm Port Number) is displayed, the 
SCU-18 PC Connection Cable is function- 
ing normally. 


Settings 
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DRIVER INSTALLATION (For Winpows® 7) 
Before installing the driver, make sure that the SCU-18 PC Connection Cable is disconnected 


from the computer. 


Installation 
1. Start up the computer as an “Administrator” 


user. 


2. Double check and ensure the SCU-18 PC 
Connection Cable is not connected to the 
computer. 

3. Unzip the downloaded (SCU-18_USB_ 
Serial_ Cable_Driver.zip) file. 

4. Double click the left mouse button on the 
[USB60F_Setup.exel. 

5. When the [User Account Control] dialog 
box opens, click the left mouse button on 
[Yes]. 

6. The dialog box, which is shown below, will 


open. Click the left mouse button on [Next], 
to initiate the installation of the driver. 


Welcome to the InstallShield Wizard for RATOC 
REX-USB6O0F Installer 


The InstallShield Wizard will install RATOC REX-USB6OF 
Installer on your computer. To continue, click Next. 


7. The dialog box, which is shown below, will 
open. Click the left mouse button on [In- 
stall]. 


Ready to Install the Program 
The wizard is ready to begin installation. 


Click Install to begin the installation. 


IF you want to review or change any of your installation settings. click Back. Click Cancel to exit 
the wizard. 


. The dialog box, which is shown below, 
will open. Click the left mouse button on 
[Install], to initiate the installation of the 
[USB-Serial Converter]. 


Would you like to install this device software? 


Name: CDM Driver Package 
SF Publisher: RATOC Systems, Inc. 
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‘ou only i river are trust. How can I decide 
You should install driver software from publishers you He I decid 
which device software is safe to install? 


Always trust software from "RATOC Systems, Inc.". 


. The dialog box, which is shown below, 
will open. Click the left mouse button on 
[Install], to initiate the installation of the 
[USB-Serial Port]. 


Would you like to install this device software? 


Name: CDM Driver Package 
— Publisher: RATOC Systems, Inc. 


] Always trust software from "RATOC Systems, Inc.". Don't Install 


(@ You should only install driver software from publishers you trust. How can I decide 
which device software is safe to install? 


10. When the installation is finished, the dialog 
box shown below will open. Click the left 
mouse button on [Finish], to complete the 
installation of the driver. 


InstallShield Wizard Complete 


The InstallShield Wizard has successfully installed RATOC 
REX-USBEOF Installer. Click Finish to exit the wizard. 
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11. Connect the SCU-18 PC Connection Ca- 
ble to the USB jack on the computer. The 
SCU-18 PC Connection Cable will be rec- 
ognized automatically. 


Confirmation 
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Click the left mouse button on the [Start] button on the tool bar, then click the right mouse but- 
ton on the [Computer]. 

Click the left mouse button on the [Property], then click the left mouse button on [Device 
Manager]. 

When the [User Account Control] dialog box opens, click the left mouse button on [Yes]. 

Open the [Device Manager] dialog box, then double click the left mouse button on [Ports 
(COM&LPT)]. 


. When the “USB Serial Port (COM X)” (X: Comm Port Number) is displayed, the SCU-18 PC 


Connection Cable is functioning normally. 
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DRIVER INSTALLATION (For Windows® Vista®) 
Before installing the driver, make sure that the SCU-18 PC Connection Cable is disconnected 


from the computer. 


Installation 

1. Start up the computer as an “Administrator” 
user. 

Double check and ensure the SCU-18 PC 
Connection Cable is not connected to the 
computer. 

Unzip the downloaded (SCU-18 USB _ 
Serial_ Cable_Driver.zip) file. 

Double click the left mouse button on the 
[USB60F_ Setup.exe]. 

When the [User Account Control] dialog 
box opens, click the left mouse button on 
[Allow]. 

The dialog box, which is shown below, will 
open. Click the left mouse button on [Next], 
to initiate the installation of the driver. 


RATOC REX-USB60F Installer - InstallShield Wizard 


Welcome to the InstallShield Wizard for RATOC 
REX-USB6OF Installer 


The InstallShield Wizard will install RATOC REX-USB60F 
Installer on your computer. To continue, click Next. 


7. The dialog box, which is shown below, will 
open. Click the left mouse button on [In- 
stall]. 


Ready to Install the Program 
The wizard is ready to begin installation. 


Click Install to begin the installation. 


If you want to review or change any of your installation settings, click Back. Click Cancel to exit 
the wizard. 


8. The dialog box, which is shown below, 
will open. Click the left mouse button on 
[Install], to initiate the installation of the 
[USB-Serial Converter]. 


Would you like to install this device software? 


Name: CDM Driver Package 
os Publisher: RATOC Systems, Inc. 


Always trust software from "RATOC Systems, Inc.". | Don't Install _| 


You should only install driver software from publishers trust. How can I decide 
b you 
which device software is safe to install? 


. The dialog box, which is shown below, 
will open. Click the left mouse button on 
[Install], to initiate the installation of the 
[USB-Serial Port]. 


[-"| Windows Security 
Would you like to install this device software? 


Name: CDM Driver Package 
= Publisher: RATOC Systems, Inc. 


(1) Always trust software from "RATOC Systems, Inc.”. Don't Install 


| @® You should only install driver software from publishers you trust. How can I decide 
which device software is safe to install? 


10. When the installation is finished, the dialog 
box shown below will open. Click the left 
mouse button on [Finish], to complete the 
installation of the driver. 


RATOC REX-USB60F Installer - InstallShield Wizard 
InstallShield Wizard Complete 


The InstallShield Wizard has successfully installed RATOC 
REX-USB60F Installer. Click Finish to exit the wizard. 


11. Connect the SCU-18 PC Connection Ca- 
ble to the USB jack on the computer. The 
SCU-18 PC Connection Cable will be rec- 


ognized automatically. 


Confirmation 
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Click the left mouse button on the [Start] button on the tool bar, then click the right mouse but- 
ton on the [Computer]. 

Click the left mouse button on the [Property], then click the left mouse button on [Device 
Manager]. 

When the [User Account Control] dialog box opens, click the left mouse button on [Yes]. 

Click the left mouse button on [Device Manager], to open the [Device Manager] dialog box, 
then double click the left mouse button on [Ports (COM&LPT)]. 


. When the “USB Serial Port (COM X)” (X: Comm Port Number) is displayed, the SCU-18 PC 


Connection Cable is functioning normally. 
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DRIVER INSTALLATION (For Winpows® XP) 
Before installing the driver, make sure that the SCU-18 PC Connection Cable is disconnected 


from the computer. 


Installation 
1. Start up the computer as an “Administrator” 


user. 


2. Double check and ensure the SCU-18 PC 
Connection Cable is not connected to the 
computer. 

3. Unzip the downloaded (SCU-18_USB_ 
Serial_ Cable_Driver.zip) file. 

4. Double click the left mouse button on the 
[USB60F_ Setup.exe]. 

5. When the [User Account Control] dialog 
box opens, click the left mouse button on 
[Next]. 

6. The dialog box, which is shown below, will 


open. Click the left mouse button on [Next], 
to initiate the installation of the driver. 


RATOC REX-USB60F Installer - InstallShield Wizard 


Welcome to the InstallShield Wizard for RATOC 
REX-USB6OF Installer 


The InstallShield Wizard will install RATOC REX-USB6OF 
Installer on your computer. To continue, click Next. 
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7. The dialog box, which is shown below, will 
open. Click the left mouse button on [In- 
stall]. 


RATOC REX-USB60F Installer - InstallShield Wizard 


Ready to Install the Program 
The wizard is ready to begin installation. 


Click Install to begin the installation. 
If you want to review or change any of your installation settings, click Back. Click Cancel to exit 
wizard. 
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8. The dialog box, which is shown below, will 
open. Click the left mouse button on [Con- 
tinue Anyway]. 


Software Installation 


& 


The software you are installing has not passed Windows Logo 
testing to verify its compatibility with Windows XP. [Tell me why 
this testing is important.) 


Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the software vendor for software that has 
passed Windows Logo testing. 


Continue Anyway 


STOP Installation 


9. The dialog box, which is shown below, will 
open. Click the left mouse button on [Con- 
tinue Anyway]. 


Software Installation 


The software you are installing has not passed Windows Logo 
testing to verify its compatibility with Windows XP. [Tell me why 
this testing is important.) 


Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the software vendor for software that has 
passed Windows Logo testing. 


Continue Anyway 


STOP Installation 


10. When the installation is finished, the dialog 
box shown below will open. Click the left 
mouse button on [Finish]. 


RATOC REX-USB6OF Installer - InstallShield Wizard 
InstallShield Wizard Complete 


The InstallShield Wizard has successfully installed RATOC. 
REX-USBEOF Installer. Click Finish to exit the wizard. 


11. Connect the SCU-18 PC Connection Cable 
to the USB jack on the computer, to open 
the dialog box, which is shown below, will 
open. “No, not this time” checkbox is 
checked, and click the “Next” button, to 
initiate the installation of the [USB-Serial 
Converter]. 


Found New Hardware Wizard 


Welcome to the Found New 
Hardware Wizard 


‘Windows will search for current and updated software by 
looking on your computer, on the hardware installation CD. or on 
the Windows Update Web site (with your permission). 


Read our privacy policy 


Can Windows connect to Windows Update to search for 
software? 


O Yes, this time only 
O Yes, now and every time | connect a device 


Ole, 


Click Next to continue. 


12. The dialog box, which is shown below, will 
open. “Install the software automatical- 
ly [Recommended]” checkbox is checked, 
and click the “Next” button. 


Found New Hardware Wizard 


This wizard helps you install software for: 


USB Serial Converter 


@) If your hardware came with an installation CD 
SS or floppy disk. insert it now. 


hat do 


| ded) 
PF Install from a list or specific location (Advanced) 


Click Next to continue. 


< Back tes] Cancel 


13. The dialog box, which is shown below, will 
open. Click the left mouse button on [Con- 
tinue Anyway]. 


Hardware Installation 


The software you are installing for this hardware: 


USB Serial Converter 


has not passed Windows Logo testing to verify its compatibility 
with Windows XP. (Tell me why this testing is important.) 


Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 


Continue Anyway 


STOP Installation 


14. When the installation is finished, the dialog 
box shown below will open. Click the left 
mouse button on [Finish]. 


Found New Hardware Wizard 


Completing the Found New 
Hardware Wizard 


The wizard has finished installing the software for: 


< USB Serial Converter 


Click Finish to close the wizard. 


15.The dialog box, which is shown below, 
will open. “No, not this time” checkbox 
is checked, and click the “Next” button, to 
initiate the installation of the [USB-Serial 
Port]. 


Found New Hardware Wizard 


Welcome to the Found New 
Hardware Wizard 
‘Windows will search for current and updated software by 


looking on your computer, on the hardware installation CD, or on 
the Windows Update Web site [with your permission). 


Read our privacy policy 


Can Windows connect to Windows Update to search for 
software? 


O Yes, this time only 
O Yes, now and every time | connect a device 


Click Next to continue. 


16. The dialog box, which is shown below, will 
open. “Install the software automatical- 
ly [Recommended]” checkbox is checked, 
and click the “Next” button. 


Found New Hardware Wizard 


This wizard helps you install software for: 


USB Serial Port 


@) If your hardware came with an installation CD 
> or floppy disk. insert it now. 


‘What do you want the wizard to do? 


O Install from a list or specific location (Advanced) 


Click Next to continue. 


Cancel 


17. The dialog box, which is shown below, will 
open. Click the left mouse button on [Con- 
tinue Anyway]. 


Hardware Installation 


The software you are installing for this hardware: 


USB Serial Port 


has not passed Windows Logo testing to verify its compatibility 
with Windows P. (Tell me why this testing is important.) 


Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 


Continue Anyway STOP Installation 


18. When the installation is finished, the dialog 
box shown below will open. Click the left 
mouse button on [Finish], to complete the 
installation of the SCU-18 PC Connection 
driver. 


Found New Hardware Wizard 


Completing the Found New 
Hardware Wizard 


The wizard has finished installing the software for 


¥ USB Serial Port 
= 


Click Finish to close the wizard. 
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Confirmation 


i. 


Click the left mouse button on the [Start] button on the tool bar, then click the right mouse but- 
ton on the [My Computer]. 

Click the left mouse button on [Properties], to open the [System Property] dialog box. Click the 
left mouse button on the [Hardware] tab, and then click the left mouse button on the [Device 
Manager] box to open the [Device Manager] dialog box. 

Double click the left mouse button on [Ports (COM&LPT)]. 

When the “USB Serial Port (COM X)” (X: Comm Port Number) is displayed, the SCU-18 PC 
Connection Cable is functioning normally. 


£&, Device Manager 
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The driver installation may fail when: 


O The installation wizard is canceled during the installation. 
O The SCU-18 PC Connection Cable is connected to the computer before installing the 
driver. 


When the installation of the driver fails: 

1. Open the [Device Manager] dialog box, as described in the “Confirmation” instruction section of 
each Operating System. 

2. Click the left mouse button on the “device” which is appended to the 
the right mouse button on [Uninstall], to uninstall the driver. 

3. Retry the installation of the driver. 
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Uninstalls the driver for the selected device. 
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How.to-Uninstall.the USB Serial.Cable Dri 


If you wish to uninstall the SCU-18 PC Connection Cable driver, perform the following procedures 
(The illustration is a Windows® 8 screen): 


1. Disconnect the SCU-18 PC Connection 
Cable from the computer. panies 
2. Click the left mouse button in one of the 
sequences shown below: 
Windows® 8: 
Charm bar > [Settings] > 
> [Control Panel] > 
> [Uninstall a program] 


Windows® 7 and Windows® Vista®: 
[Start] > [Control Panel] > 
> [Uninstall a program] 
Windows® XP: 


[Start] > [Control Panel] > 
> [Add or Remove Programs] 


No 


3. The dialog box shown to the right will 
open. Click the left mouse button on the 
“RATOC REX-USB60F Installer”, then 
click the left mouse button on [Uninstall]. 

4. The dialog box shown to the right will 
open. Click the left mouse button on [Yes] 
to uninstall the SCU-18 PC Connection Ca- 
ble driver. 

5. When uninstall is finished, the dialog box 
shown to the right will open. Click the left 
mouse button on [Finish] to complete the 
removal of the SCU-18 PC Connection Ca- 
ble driver. 


Uninstall Complete 


InstallShield Wizard has finished uninstalling RATOC 
REX-USBBOF Installer. 
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